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City of Big Bear Lake - Building and Safety 

Water Heater Installations 
(Selected excerpts from the California Plumbing Code) 

 
WATER HEATER PIPING  
• A cold water shut-off valve shall be installed on the inlet side of the water heater to isolate the water heater. 

(CPC 606.5) 
• PEX plastic water lines must not come within 18” of the water heater nor less than 6” to the water heater 

single wall metal vent. (CPC 604.13 and IS 31 – 9.1) 
 
TEMPERATURE AND PRESSURE RELIEF VALVE 
• Temperature and pressure (T & P) relief valve piping shall be provided with a drain to the outside of the 

building, not smaller than the relief valve outlet, of either galvanized steel, hard drawn copper, CPVC, or 
listed relief valve drain tube.  NO PVC or other non-approved plastic piping.  The use of water heater flex 
connectors is prohibited at the T & P valve. (CPC 608.5) 

• The drain line must flow away from the valve until its termination. No up-hill flow is allowed. (CPC 608.5) 
• The T & P drain line cannot drain into a water heater drip pan. (CPC 608.5(7) 
 
DRAINAGE PAN 
• A water heater drainage pan (drip pan) is required when installed in an attic area or on wood framed floors 

or ceilings.  (CPC 507.5) 
 
GAS SHUT OFF VALVE AND SEDIMENT TRAP 
• Gas water heaters shall have an accessible, approved manual shut off valve installed within 6 feet of the 

water heater. (CPC 1212.6) 
• A gas line sediment trap shall be installed downstream of the shutoff valve.  The sediment trap may be a tee 

fitting with a capped 3” long nipple in the bottom outlet of the tee fitting. (CPC 1212.9) 
 
VENTING 
• Double wall (Type B) gas vents shall extend in a generally vertical direction with offsets not exceeding 45 

degrees, except that a vent system having not more than one 60 degree offset shall be permitted.  Any angle 
greater than 45 degrees from the vertical is considered horizontal.  The total horizontal distance of a vent, 
plus the horizontal vent connector serving draft-hood equipped water heaters, shall not be greater than 75% 
of the vertical height of the vent. (CPC 509.6.2.2) 

 
WATER HEATERS IN GARAGES  
• Water heaters installed in residential garages  must be elevated such that the burners are at least 18” above 

the floor (unless listed as flammable vapor ignition resistant). (CPC 507.13) 
• Water heaters installed in residential garages shall be guarded against vehicular damage by being installed 

behind protective barriers or by being located out of the normal path of vehicles . (CPC 507.13.1) 
 
COMBUSTION AIR 
• Gas fired water heaters require combustion air to operate properly.  There are various methods for providing 

the appropriate amount of combustion air, see California Plumbing Code, Section 506 for additional 
information.   



WALL INSTALL 

MAX60 

DEGREES 

FLEX 

CONNECTORS 

18"MIN 

s:: 

z 

Minimum¼" 
diameter by 
5" long lag 
screws or 
bolts into 
wood studs. 

2 x backer 

block 
CORNER INSTALL 

STRAPING DETAIL 0 
State approved metal strap 
(24 gage minimum) 

LAG DETAIL 0 

HOT 

COLD 
... 

Venting for the water heater shall be Type B (double 
wall) vent pipe and shall terminate at least 5 feet above 
the draft hood or flue collar and at least 12" above roof. 
(steeper pitched roofs will require additional 
clearances) 

Provide minimum 1" clear space from vent to any 
combustible materials. When type B water heater vent 
is installed in an attic, provide approved ceiling thimble 
for the double wall vent. NO single wall vents allowed in 
attic. 

Insulate pipes (hot & cold) within the first 5' feet of the 
water heater. 

Strapping shall be within the upper 1/3 and the lower 
1/3 of the water heater. At the lower point, a minimum 
distance of 4" inches shall be maintained between the 
controls and the lower strap. Other methods may be 
acceptable, check with the Building Inspector. See strap 
and lag detail above. 

Provide a 2 x backer block top and bottom behind water 
heater for support if there is no stud directly behind the 
water heater. See detail (A) 

Temperature and pressure (T&P) relief valve piping shall 
extend from the valve to the outside of the building with 
end of pipe not more than 24" nor less than 6" from the 
ground. Other methods and locations may be 
acceptable, check with the Building Inspector. Piping 
shall be of galvanized steel, hard-drawn copper or 
CPVC. 

◄I-----+----- Gas water heaters in residential garages must be a
minimum of 18" above the floor to the burner device. 
Additionally, water heaters installed in garages shall be 
protected so as to not be subject to physical damage by 
a moving vehicle. 
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